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%% Order-No.
Copper % | Aluminum%% _| Stainless M4
RJE T SR AR A AT AT DGR10-1901-03R | DGR10-1902-03R[DGR10-1903-03R
Jewel Machinery Technology Co., Lid, SRAR: A/ /ey | PR ERTVIRRE | ERAR Ot sk
% R % & TECHNCAL PARAMETERS & A 3 & Working pronefers Applccble mediom: | Appucale medum ) Applicable e
. Ak Fluid | B4 Pressure |%ETemperaiure | %% Rofating speed water/hot water/oil compressed air water/cutting fluid
MAX. PRESSURE k.0MPa;  C40Bar> 2% Ar 10%Pa; oo 0w T00RPY hydraulic ol
. & Water 14MPa; -30e----+120 3500RPM N
M, SPEED S00RPH, Double high-precision groove ball bearings for high stability. ﬁﬁ Hz: % % O DEWEIER
TEMPERATURE -30%----+120% . . S Rotary joint # B i
— Balanced mechanical sealing structure for prolonged service life. c_mal: sddeweier88@163 _
MEDIA TYPE A+ B ";?r/rgloi/"g;%gl Standard Sic/Carbon Graphite sealing pair for good sedling Mat: SO0CWEIEr LOM wwv.sddeweicrcom
Fiy 3 " . . . . .
\ : performance. Optional Sic/Sic, Tungsten carbide/Tungsten carbide ‘ TEL:+86 632 5822778
Bt BRBHIBIRAD FFRARER e o & P/N:DGR10-1900-03R
The technical pur(:meter data is the maximum value and cannot be used af the same fime. and ofher seulmg pars for strict environment. TEL:+86 632 5832779
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