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Dewel Machinery Technology Co., Ltd.

¥ A % B TECHNCAL PARAMETERS

# B % % Working parameters

. M Fluid | B4 Pressure [®ETemperature | %% Rofafing speed
MAX. PRESSURE 16MPa; - C16Bar> 0 AirlJI 10MPa; -30=:-P--+120v SOORPMg :
MAX. SPEED , A Water . 1.1.MFfu: -30‘3----+12.0*3 750RPM _
TEMPERATURE 75(3522'___4120% Double high-precision groove ball bearings for high sfability.

MEDIA TYPE 7+ R

warer/Hot water /air /ol

A/ MK/ BHEA/ Wk

B BARSUHEARAE AT RFIRER

The technical parameter data is the maximum volue and cannat be used af the same fime.

Balanced mechanical sealing sfructure for prolonged service life.
Standard Sic/Carbon Graphite sealing pair for good sealing
performance. Optional Sic/Sic, Tungsfen carbide/Tungsten carbide
and ather sedling pairs for strict environment.

UGR50-19071-04L { DGR50-1902-04L

DGR50-1903-04L

ERAR: BAZA/ HER%
Applicable medium:
compressed air
hydraulic oil

ERME: A/ A wh %
Applicable medium:
water/hot water/oil

R A/ TR
Applicable medium:
water/cutting fluid
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Rotary joint
E-mal: sddeweier88@7163.com
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