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Dewel Machinery Technology Co., Ltd.

# R & % TECHNICAL PARAMETERS

# R % % Working parameters

) M Fluid | B4 Pressure [®ETemperafure | %% Rofafing speed
MAX. PRESSURE 16MPa: - (ToBar> Iéﬁ AirUI 10MPa: -301:-P--+120u SOORPMg D
, A Waler 11MPa: -0v-—+120% T50RPM
M. SPLED EOReH Double high-precision groove ball bearings for high stability.
EMPERATURE R B anced mechaiical seding struchure for prolonged service Uf
Tt A e /Fol waer 7ar/al S? ugced rgn.ec/[umgu sGeu |nhgts rucl.ure nlr Ero ong[ej selr.vme ife.
n T A R BE andard Sic/Carbon Graphite sealing pair for good sealing
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The technical paramefer data is the maximum volue and cannat be used af the same fime.

performance. Optional Sic/Sic, Tungsfen carbide/Tungsten carbide
and other sealing pairs for strict environment.

DGR50-1901-03R] DGR50-1902-03R| DGRS0-1903-03R

ERAR: BAEA/ HEWE

ERAMR A/ THR

ERME: A/ A wh %
Applicable medium:
water/hot water/oil

Applicable medi
compressed (
hydraulic oil

um: Applicable medium:
Ir water/cutting fluid
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